# 19524 Manual Valve Package
Eliminates quick coupled hose changes between nut runner and torquing cylinder.

# 10048 Low Torque Monitor
Attaches to nut runner to read very low torques accurately.

# 11910 Deep Socket Adapter & Insert Package
For servicing Hitachi EX-1800 & EX-3500 Boom Cylinders. Package includes 11-5/8” and 8-5/8” Hexes.

# 906-60 Universal Ball Joint Chuck Adapter
Used to mount piston rods terminating in a female ball joint to the servicer T-slot chuck.

# 908/#907-60 Blank Chuck Adapters
For mounting fork lift and other cylinder flanges to servicer headstocks.

#909 V-Block Chuck Wings
For mounting cylinders in servicer chucks when the cylinder or rod does not have a pin bushing.

#918 Off-Set Chuck Wings
For mounting wide cylinder eyes to servicer headstock chuck

INSERTS AVAILABLE FOR THE # 11910 DEEP SOCKET ADAPTER:

- # 11911 5" Hex Insert
- # 11912 5 1/2" Hex Insert
- # 11913 6" Hex Insert
- # 11914 6 1/2" Hex Insert
- # 11915 7" Hex Insert
- # 11916 7 1/2" Hex Insert
- # 11917 8" Hex Insert
- # 11918 130mm Square Insert
- # 11920 130mm Hex Insert
- # 11921 135mm Hex Insert
- # 11922 145mm Hex Insert
- # 11923 145mm Square Insert
- # 11924 155mm Square Insert
- # 11925 170mm Hex Insert